
 
O mnitrol 
The Omnitrol is Orival's PC-board-based control system for its line of automatic self-
cleaning water filters. The control system consists of a microprocessor-based 
controller with a pre-mounted, pre-wired and preset differential pressure switch. 
Technical specifications for the four Omnitrol models are listed below. For a larger 
image, click here. 
 
Available Models   

  

 
 

  
Features Omnitrol 2000 Omnitrol 500 Omnitrol 400 Omnitrol 100 

Number of Filters 
Controlled in Parallel 1-10 2-4 1 1-2 

2 x 9V Alkaline 
Batteries Power Options 120VAC/ 240VAC 120VAC/ 240VAC 120VAC/ 240VAC 

Inputs:         

Manual/∆P/ 
Time/Remotely/ 
Volumetric Flow 

Activation of a Rinse Cycle Manual/∆P/ Time Manual/∆P/ Time Manual/∆P/ Time 

Prevention or Activation 
of a Rinse Cycle via 
External Signal 

•       

Outputs:         

Activation of an Alarm Local or Local/Remote Local Local Local 

Prevention or Activation 
of a Rinse Cycle via 
External Signal 

• •     

Adjustable Parameters:         

• • • • Duration of Rinse Cycle 

• • Delay Between Filters     

• • 
Differential Pressure 
Switch Delay     

• • 
Number of Consecutive 
Rinse Cycles to Alarm     

• • • • 
Override Timer to Activate 
Rinse Cycle 

• 
Delay for External Valve 
or Pump       

• 
Delay for Rinse Cycle 
Lockout Signal       

• 
Manual Pause of Rinse 
Cycle       

• Status Display Screen       

Enclosure Dimensions (H 
x W x D) & Rating 

10" x 8" x 6" 
NEMA 4X 8.5" x 6.5" x 4" 6" x 5" x 3" 6.5" x 4" x 3" 
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